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-L- STA. 235+50.00 TO STA. 241+50.00 RT
-L- STA. 228+00.00 TO STA. 234+00.00 RT
-L- STA. 197+50.00 TO STA. 198+50.00 RT
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(See Wall Plans)
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(See Wall Plans)
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RALEIGH,  NC  27699-1593
1593 MAIL SERVICE CENTER
PAVEMENT MANAGEMENT UNIT
NC DEPARTMENT OF TRANSPORTATION

PAVEMENT SCHEDULE

C2

C1

D1

E2

E1

D2

R2

R1

T EARTH MATERIAL

U

10" ABC

VAR. ABC

3" S9.5B

VAR. S9.5B

4" I19.0B

4" B25.0B

5" B25.0B

VAR. B25.0B

J1

J2

2'-9" C&G 

VAR. I19.0B

CONC. ISLAND
5" MONO.

PAVEMENT
EXISTING

NC COA No. F-0412
Raleigh, NC  27612-3228
Suite 300
5400 Glenwood Avenue
Camp Dresser & McKee
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J3 8" ABC

E3

E4

5.5" B25.0B

2.5" SF9.5A

C4 VAR. SF9.5A

K

N

SUB-GRADE
STABILIZED 

STABILIZATION
PAVEMENT 
GEOTEXTILE FOR

P PRIME COAT

W1

W2

SHEET 2A-1

WEDGING SEE 

SHEET 2A-1

WEDGING SEE 

C5

1.25" SF9.5AC6

1.5" S9.5B
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